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2. Importing MACHEREY-NAGEL programming data

Quick guide NANOCOLOR® on HACH* photometer

Important information:
This quick guide is intended as an instruction for importing MACHEREY-NAGEL  [m] &3
programming data and measuring NANOCOLOR® tube test on HACH* photometers. B ;

2.1 Import as method update

As alternative, please refer to our video tutorial (QR code): NOTICE
https://youtu.be/t4XeB9IDgjA - - - — -
Note that the import process will overwrite existing user methods with the same method

number. It is recommended to make a backup of the data or the photometer before
If your photometer has a cuvette slot for test tubes with an outer diameter (OD) of 13 mm, the proceeding with the method import. The included USB stick can be used for the backup.
cuvette adapter for HACH* photometers (REF 919110) is required for measurements. From the Main Menu, open the System Check using the button in the lower left corner of the

display. Navigate to “Instrument Update” in the System Check menu.
NOTICE
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1. Adapter for test tubes with 16 mm outer diameter

If the photometer is equipped with a cuvette slot for 16 mm OD, you can simply use the built- Programs Pragrams L Update
in cuvette slot. -
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Insert the adapter into the 1" slot with the open side facing the direction of measurement:
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Insert the USB stick into the USB port of the photometer and press “OK”. This will start the

update process, which may take a few minutes. Restart the photometer as soon as the method
update is complete.
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You can now find the MN methods under “User programs” in the main menu:
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D) MACHEREY-NAGEL

3. How to measure?
To measure a sample open “User Programs” in the main menu:

Main enu User Programs
Stored Barcode 9095 Phosphate 1 LR 0.50mg/L PN
Programs Programs 9080 Phosphate 15 15.00 mg/L
User Favorite 9055 Phosphate 45 50.00 mg/L
Programs Programs 9081 Phosphate 5 5.00 mg/L
9079 Phosphate 50 50.00 mg/L
Single Wavelength Multi - Wavelength 9067 TKN16 32.00 mg/L
9083 TNb 22 22.00 mg/L
Wavelength Scan Time Course 9088 TNb220 220.00 mg/L
9092 TNb 60 60.00mg/L | |
01-AUG-2024 15:39 9010 Vicinal Diketones 0.600 mg/L v
System Recall Instrument Main Select b Program
Checks @ Data Setup Menu Numbel)'/ Op?ions Start

Select a method from the list and press Start. Insert the blank cuvette according to the method
indicated in the table and measure the “zero”. Insert the sample cuvette and press “Measure” to
obtain the result.

BLANK for MACHEREY-NAGEL test:

Below is a table of all supported parameters, the type of blank used, and the estimated stability
of the blank under optimal conditions

REF Test Blank type Blank stability
985030 NANOCOLOR® COD 600 Reagent blank 1 week
985012 NANOCOLOR® COD 60000 Reagent blank 1 week
985038 NANOCOLOR® COD HR 1500 Reagent blank 1 week
985036 NANOCOLOR® COD LR 150 Reagent blank 1 week
985053 NANOCOLOR® Copper 5 Destilled water 3 years®
985031 NANOCOLOR® Cyanide 08 Destilled water 3 years*
985057 NANOCOLOR® Hydocarbons 300 Reagent blank few hours
985037 NANOCOLOR® Iron 3 Destilled water 3 years*
985071 NANOCOLOR® Nickel 4 Destilled water 3 years*®
985064 NANOCOLOR® Nitrate 50 Reagent blank few hours
985066 NANOCOLOR® Nitrate 250 Reagent blank few hours
985069 NANOCOLOR® Nitrite 4 Destilled water 3 years*
985068 NANOCOLOR® Nitrite 2 Destilled water 3 years*
985047 NANOCOLOR® Nonionic surfacatns 15 Destilled water 3 years*®
985079 NANOCOLOR® ortho- and total-Phosphate 50 Destilled water 3 years™
985080 NANOCOLORP ortho- and total-Phosphate 15 Destilled water 3 years*
985055 NANOCOLOR® ortho- and total-Phosphate 45 Destilled water 3 years*
985081 NANOCOLOR® ortho- and total-Phosphate 5 Destilled water 3 years*®
985076 NANOCOLOR?® ortho- and total-Phosphate 1 Destilled water 3 years*
985095 NANOCOLOR® ortho- and total-Phosphate LR Destilled water 3 years*
985074 NANOCOLOR® Phenolic index 5 Destilled water 3 years*
985083 NANOCOLOR® total nitrogen TN, 22 Reagent blank few hours
985088 NANOCOLOR® total nitrogen TN, 220 Reagent blank few hours
985092 NANOCOLOR® total nitrogen TN, 60 Reagent blank few hours
985010 NANOCOLOR® Vicinale Diketones™ - -

985042 NANOCOLOR® Zinc 6 Destilled water 3 years*
985001 NANOCOLORP Zirconium 100 Destilled water 3 years*

* Please note that the cuvette must be checked regularly for defects and algae, which can affect the measurement. Stability refers to the shelf life of
a calibration cuvette (REF 916908).

** Blank is included in each determination

REF Test Blank type Blank stability
985098 NANOCOLOR® Aluminium Reagent blank few hours
985004 NANOCOLOR® Ammonium 10 Destilled water 3 years*
985008 NANOCOLOR® Ammonium 100 Destilled water 3 years*®
985006 NANOCOLOR® Ammonium 200 Destilled water 3 years*
985002 NANOCOLOR® Ammonium 2000 Destilled water 3 years*
985003 NANOCOLOR® Ammonium 3 Destilled water 3 years*
985032 NANOCOLOR® Anionic surfacants 4 Destilled water 3 years*®
985034 NANOCOLOR® Cationic surfacants 4 Destilled water 3 years*®
985023 NANOCOLOR® COD 10000 Reagent blank 1 week
985029 NANOCOLOR® COD 1500 Reagent blank 1 week
985028 NANOCOLOR® COD 15000 Reagent blank 1 week
985026 NANOCOLOR® COD 160 Reagent blank 1 week
985033 NANOCOLOR® COD 300 Reagent blank 1 week
985027 NANOCOLOR® COD 40 Reagent blank 1 week
985011 NANOCOLOR® COD 4000 Reagent blank 1 week
985022 NANOCOLOR® COD 60 Reagent blank 1 week
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This product has been designed to be compatible with HACH*. However,
MACHEREY-NAGEL does not guarantee or warrant the performance, functionality, or

safety of this product when used in conjunction with HACH*. MACHEREY-NAGEL expressly
disclaims any warranties or representations in connection with such use. Use of this product
in conjunction with HACH* is at the user’s sole risk.

* HACH is a registered trademark of HACH company, Loveland, Colorado. The MACHEREY-NAGEL product is neither endorsed, nor sponsored by or
affiliated with the HACH Company.
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